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LED KANOPIi ARMATURU
Led canopy luminaire
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Options

Uygulama Alanlari
Scope of application

* Akaryakit istasyonlari

Gas Stations

* Ahigveris Merkezleri

Shopping Malls

Govde Eloksal kapl aliiminyum ekstriizyon Farkli RAL kodlarinda elektrostatik toz boya uygulamasi
Body Anodized extruded aluminium Electrostatic powder coating application in different RAL codes.
Led >60.000 saat dmiirlii 1s1k kaynag Acil aydinlatma uygulamasi
Led >60.000 hour life light source Emergency lighting application
Cam 4 mm Temperli cam DALI ve 1-10V dimleme uygulamasi
Glass 4 mm Tempered Glass DALI and 1-10V dimming application
Verimlilik >0,95 Istege uygun renk sicakligi uygulamasi. (2700 k - 4000 k - 6500 k)
Efficiency >0,95 Optional color temperature application. (2700 k - 4000 k - 6500 k)
Girig Gerilimi 220 V - 240 V/ 50-60 Hz 2 kademeli galigtirabilme 6zelligi(40W-80W , 50W-100W )
Input Voltage 220V - 240 V/ 50-60 Hz 2 stage operating feature (40W-80W , 50W-100W )
Siiriicii Yiiksek verimli
Driver High efficiency
TEKNIK BILGILER / Technical Specifications
. y Olgiiler Agirhk | Kull Yiiksekligi
Uriin Kodu Giig Tiiketimi | Isik Akisi Gca)ll§m?_8|cakh%| Dimgnsions Wgeight Uuasri':l"; H:igsr?t igi
Product Code Power Lumen perating Hea AxBxC ) mm K
(W) (C) ( ) g (m)
NS-324080 80 10400 -30...+70 335x335x115 4,500 H1:6 - H2:8
NS-324100 100 13000 -30...+70 335x335x115 4,500 H1:6 - H2:10

Cerceve QOlciileri  Frame Dimensions

Cerceve 1 Frame 1| 440x440x70

Cerceve 2 Frame 2| 550x550x70

Gergeve 3 Frame 3| 520x620x70 www.nesaled.com
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